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1. The installation mode with mobile stand only available for 120", 138", 150", 165".

2.“31mm”from overall dimension refers to thickness of screen.

Note: Specifications are for reference only and are subject to change without notice.

Display Diagonal
(inches)

Overall Dimension
(W× H×D)(mm)

Weight (kg)

Resolution

Brightness (nits)

Refresh Rate (Hz)

Contrast

Audio Frequency

Cabinet Material

Viewing Angle (H/V)

Input Port

Picture in picture

Installation Mode

Maintenance

Power Consumption
(Max./Ave.)(KW)

138"

3064×1832×31 3064×1832×31

100- 550

3840

≥3000∶1

Built- in 2 * 30W audio system, 2.0 channel, full frequency range

Magnalium

160°/140°

3- way HDMI2.0 4K@60Hz Signal Input

Support HDMI 2.0 signal Picture in picture

Wall Mounting / Mobile Stand

Front

135

1600×900

135

1920×1080

1.97/0.79 2.19/0.74 2.83/1.13 6.20/2.48 1.85/0.74 2.42/0.82 3.38/1.35

138"

3674×2175×31

190

1920×1080

165"

4894×2861×31

330

3840×2160

220"

5.2/1.77

4894×2861×31

330

1920×1080

220"

2678×1616×28.5

90

1920×1080

120"

3344×1990×28.5

135

1920×1080

150"

4010×2365×28.5

190

1920×1080

180"

I-TV Plus

LED All-in-one Intelligent Display

Display Diagonal (inches)

Overall Dimension (W× H×D)(mm)

Weight (kg)

Resolution

Brightness (nits)

Refresh Rate (Hz)

Contrast

Cabinet Material

Viewing Angle (H/V)

Installation Mode

Maintenance

Power Consumption (KW)

Recommended Viewing Distance (m)

199"

4894×1489×31

175

3840×1080

100- 550cd/㎡

3840

6500:1

H27 Series Magnalium

160°/140°

Wall Mounting

Front

3.10

≥2.5

4.38

≥3.2

5.66

≥3.8

249"

6114×1832×31

265

299"

7334×2175×31

375



Interactive Meeting Rooms
with Increased Engagement

Featuring
All-in-one Design

Delivering Simplicity
And Efficiency

AURORA Infuses Auditoriums with 
Immersive Meeting Experience

Realtime Wireless Screen-sharing 
from Up to 4 Devices Simultaneously

Immersive Audio System Inside

Ultra-wide screen, presenting a exceptional AV experience

AURORA Ultra-wide Integrated LED Wall Offers More Ways of Visual 

Aids
Dual-screen mode

Full-screen mode

Central mode

Synchronized Annotating
from Multiple Devices

Interact with LED Wall via Smartphones
And Tablet Computers*

Integrated design with no external devices

Plug & play system, one button to turn on/off

≤4.8kg/cabinet ≤31mm 100-500&
100-600cd/㎡

Adjustable

≥3000:1 Built-in Android

Volume Color Temperature Brightness

Input Signal Switching Aspect Ratio

16:9

Standby Mode

Mobile Stand-mouting Wall-mouting

Contrast Ratio

Supporting Full-front Service 
And Easy Maintenance

Catering to Various 
Indoor Applications

Integrated 3-in-1 board replacement resolves issue quickly 

Unified hardware & software technical support & service

Come with a smart control to access settings

Control functions available also via tablet, smartphone and PC.

The all in one I-TV PLUS is 
a perfect solution and fit 

with all place and any size.

Bulit-in Android System

Revolutionary 3-in-1 board that integrates a power supply,
a receiving card and a hub board

Ease of use of the monitor functions with the remote control
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4.8kg




